
Jellyfish is a stormwater quality treatment 
technology featuring high surface area & high flow 
rate membrane filtration, at a low driving head. 
Treatment with light-weight membrane filtration 
removes a high level and a variety of stormwater 
pollutants, including the finest of particles. The high 
surface area membrane cartridges, combined with 
up flow hydraulics, frequent backwashing, and a 
rinseable cartridge and reusable features, ensures 
long-lasting superior performance.

Jellyfish has been verified through the ISO 14034 
Environmental Management – Environmental 
Technology Verification (ETV) program. 

Benefits of Jellyfish

	• High surface area, high flow rate membrane 
filtration 

	• Long-lasting and effective stormwater treatment 
	• Highest design treatment flow rate per cartridge 
	• Compact system with a small footprint, lower 

construction cost 
	• Low driving head (typically 18 inches)
	• Design flexibility, lower construction cost 
	• Lightweight cartridges with passive backflush 
	• Easy maintenance and low life-cycle cost 

compared to other filtration technologies 
	• 3rd party verified field performance per TARP 

protocol
	• Superior pollutant capture

Visit Imbrium’s site for further 
information on the Jellyfish:
www.imbriumsystems.com
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JELLYFISH DIMENSIONS
Manhole Diameter

(ft/m)
Model Hi-Flow

Cartridges
Draindown
Cartridges

Treatment
Flow Rate (L/S)

4/1.2 JF4-2-1 2 1 12.6

6/1.8 JF6-3-1 - JF6-6-1 3-6 1 17.7-28.6

8/2.4 JF8-6-2 - JF10-19-4 6-10 2 35.3-50.5

10/3.0 JF10-11-3 - JF10-19-4 11-19 3-4 63.1-78.9

12/3.6 JF12-20-5 20-27 5 113.6
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